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P R O M O N T was founded in 1990.

P R O M O N T, a.s. is a manufacturer of heat exchangers, pressure and non-pressure

vessels, tanks, pipes, reactors and columns from carbon, austenitic and duplex

materials.

The company has experience in processing antinit, titanium and nickel alloys also.

The main business activity are a comprehensive supplies of technologies for the

chemical, food, paper, pharmaceutical, petrochemical and engineering industries.

The company has implemented systems of production for steam boilers, pressure

vessels and piping according to European (EN), American (ASME), German (AD-2000) 

and Russian (GOST, PNAE-G) standards.

Furthermore, the company has implemented and certified integrated quality, environmental,

health and safety management system (ISO 9001 / ISO 14001 / ISO 45001).

In our company team you can find 100 qualified employers in total work area of c. 6 000 m2.

2015 2016 2017 2018 2019 2020 2021 2022

Financial 

turnover € 5 378 000 € 6 570 000 € 6 907 000 € 7 600 000 € 8 154 000 € 8 144 000 € 8 834 000 € 8 286 000



PRODUCTS  PORTFOLIO

MATERIALS

❑ Pressure vessels 

❑ Non-pressure vessels

❑ Tanks

❑ Reactors

❑ Injectors

❑ Heat exchangers

❑ Columns

❑ Towers

❑ Jet pumps

❑ Gas ducts

❑ Piping

❑ Carbon steels P265GH, P355NL1 (A516, etc.)

❑ Cr-Mo steels free of vanadium with C <= 0,35%, 13CrMo4 (A 387, etc.)

❑ High vanadium alloyed Cr-Mo-(Ni) steels 13CrMoV6, 34CrNiMo6

❑ Austenitic stainless steels 1.4301, 1.4306, 1.4571, 1.4404, 1.4539/904L, 1.4547/254SMO 

1.4361 - ANTINIT, (AISI: 304/304L, 316/316L, 321, S 30600-ANTINIT, etc.)

❑ Austenitic-ferritic stainless steels W.Nr 1.4462, (Duplex; UNS S31803, etc.)

❑ Pure titanium (TITANIUM Gr. 2)

❑ Chemical Industry

❑ Petrochemical Industry

❑ Engineering Industry

❑ Paper  and Pulp Industry

❑ Power Industry

❑ Brewing Industry

TARGET GROUPS

❑    Qualified and trained personnel periodically

❑ Communication in English (Russian) language 

❑ Short term quotation, normally in 1-2 weeks 

❑ High flexibility in production planning and own production 

❑ Own design office, fast and flexible solutions change a and other customer requirements 

❑ Supplies of special and unique individual products within short deadlines 

❑ Own CNC machining and milling center 

❑ Separate production facilities for processing stainless steel and special materials

❑ Processing of a wide range of stainless steel and special materials supported 

by a wide coverage WPS, WPQR ... 

❑ The possibility of cutting water jet, without affecting heat the base material

COMPETITIVE ADVANTAGES

We specialize in the production of technological equipment according to customer's

data sheets, spare parts supply process equipment datasheets or as documentation

for manufacturing and assembly of technological equipment.

Transport accessibilites:

 
▪ Access to motorway  -       1 km

▪ Access to railroad      -     10 m

▪ Access to airport        -     30 km



P R O M O N T, a.s.  -  :Establishments      

❑ Area BorsodChem MCHZ

HALL - 2:   Area: 1 800 m2 covered area,

TECHNICAL INSPECTION, EXPEDITION, 

WAREHAUSE

Maximal product's weight : 8 t

Maximal diameter : 4 000 mm

Maximal length:         10 000 mm

     

❑ Area BorsodChem MCHZ

HALL - 1: HEADQUARTERS

(ADMINISTRATION / MACHINING / MAINTENANCE)

❑ Area BorsodChem MCHZ

HALL - 3     Area: 750 m2 covered area,

TECHNICAL INSPECTION, EXPEDITION, 

WAREHAUSE

• Maximal product's weight : 25 t

• Maximal diameter : 4 000 mm

• Maximal length : 20 000 mm
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❑ Area BIOCEL PASKOV
HALL - BIOCEL                                               

App. 800 m2 of sheltered area.

Maintenance and manufacturing. 

• Maximal product's weight: 25 tons

• Maximal diameter: 4 900 mm

• Maximal length: 15 000 mm

❑ Area BorsodChem MCHZ
HALL - A- BLOCK                                       

Area 1 400 m2 of sheltered area,

500 m2 of not sheltered area

Machining, Cutting, Maintenance

• Maximal product's weight: 25 tons

• Maximal diameter: 5 000 mm

• Maximal length: 30 000 mm

Transport options:

Access to the motorway - 1 km

Access to the railway - 5 m

Access to airport - 30 km



CERTIFICATION

❑ TECHNICAL DEPARTMENT

·

AD Merkblatt HP0 

& PED 97/23/EC

EN ISO 3834-2

 

IWI / IWE / IWT / EWT

❑ Technical control

❑  - Non-Destructive               

Inspections (NDT)

EN473; ISO 9712

• VT & PT

• RT

• UT

• MT

• PMI

• Mechanické zkoušky

ISO 9001 / ISO 14 001 / ISO 45001
❑ WELDING SUPERVISION

❑ QUALITY, EMS and OSH

❑ WELDING

❑ ASME Code

❑ EN 1090-2 (EXC 4)

Calculation program :

▪ VVD ver. 20.1 - for calculation of pressure vessels according to: EN 13445, ASME VIII div.1, AD 

2000, EN 1591, EN 13480 a PD 5500

▪ PV Elite 25 - for calculation of pressure vessels according to: ASME VII div.1, div.2, EN 13445 a PD 

5500

▪ Calculation program of HEXAGON PPM

Design programs :

▪ Autodesk Inventor Professional 2019, 2022, Autodesk AutoCAD Mechanical 2019, 2022 – SW for 

creating projections and workshop drawings
▪ Navisworks 3D Viewer - viewer of documents from the customer

❑ PED 2014/68/EU - H, H1

EXPIRED - 01/2021

5

ASME
S - Steam boilers

U - Pressure vessels

The whole mechanical production is supported by strong technical team, who is able to realize all steps 

of production beginning with strenght calculation defined by customer DATASHEETS, through the creation 

of production and assembly documentation and ending with final documentation of manufactured product. 

Our team counts 5 design engineers.



IMPLEMENTED PROJECTS - SELECTION

▪ PRODUCTION AND COMPLETE ASSEMBLY OF TECHNOLOGY - ADIABATIC NITRATION UNIT 

- 120 kt / year

Supplier: ZVU Engineering a.s.

Investor: BorsodChem MCHZ, s.r.o.               (20 apparatuses and exchangers, of which 5 columns)

▪ MANUFACTURE AND ASSEMBLY of 14 exchangers:

 

Supplier: INTECHA, spol. s r.o.

Investor: BorsodChem MCHZ, s.r.o. 

Material: W.Nr. 1.4301, P265GH

Diameter: 273 - 826 mm

Lenght: 2 247 - 4 200 mm

Weight of exchangers:  360 - 5 182 kg

Dimeter:   1 345 mm

Lenght:     7 620 mm

Weight:     4 375 kg

▪ MANUFACTURE AND ASSEMBLY of the middle part of the 

capacitor: Investor: BorsodChem MCHZ, s.r.o. 

Material: 

   TITAN Gr.2,

   P265GH, 

   W.Nr. 1.4301

The technical 

requirements: 

   EN 13 445
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LENZING Biocel Paskov, a.s.

MANUFACTURE AND COMPLETE ASSEMBLY OF TECHNOLOGY - Evaporator Effect

▪ Material:    W.Nr. 1.4462 DUPLEX

▪ Diameter: 4 900 mm,        Length:15 000 mm

▪ Weight:     20 000 kg

Biocel Paskov a.s. 

MANUFACTURE AND ASSEMBLY OF TECHNOLOGY of 4th stage of secondary regeneration.

VENTURI WASHING MACHINE and demister,  including installation of fume gas channel.

▪ Material : W.nr. 1.4571 / 1.4301 

▪ Total weight: 49 000 kg

Lenzing Biocel Paskov

MANUFACTURE AND ASSEMBLY of tubular heat exchanger. 

3 pcs (2016 - 2021)

▪ Material:         WNr. 1.4436 (316L), 1.4438

▪  Diameter: 3 200 - 3 600 mm

▪  Length:          8 780 - 8 990 mm

▪  Weight:          30 050 - 34 433 kg

 Number / diameter / length of tubes: 3522 / 34x1 / 6 300        

 

ArcelorMittal, a.s.

MANUFACTURE AND ASSEMBLY of LF pot arc furnace covers cooled by water.

▪ Diameter: 5 200 mm

▪ Weight:  9 500 kg              Material: S 355 J 2H, P 265 GH, W.Nr.1.4828                  Total 21 pcs

▪                                       Total 21 pcs



EXAMPLES OF REALISED PROJECTS

Supplier: CHEMOPROJEKT, a.s.

Investor: BorsodChem MCHZ, s.r.o. (Ltd.)

▪ MANUFACTURE AND COMPLETE ASSEMBLY OF TECHNOLOGY

ANILINE production intensification - 2 PRODUCTION LINES, 37 devices and exchangers

Supplier: CHEMOPROJEKT, a.s.

Investor: SETUZA, a.s. - BIODIESEL production

▪ MANUFACTURE AND ASSEMBLY OF TECHNOLOGIES

Suplier: CHEMOPROJEKT, a.s. 

Investor: Grande Paroisse, Le Grand Quevilly, (FRANCE)

MANUFACTURE AND ASSEMBLY OF TECHNOLOGIES:  

Nitric acid for fertilizer production. 

Suplier: CHEMOPROJEKT, a.s. 

Investor: Zaklady Azotowe SA (POLAND)

▪ Material:  W.Nr. 1.4307; 1.4541; 1.0425

▪ Diameter: 400 - 1 200 mm

▪   Weight: 30 tons

Suplier: CHEMOPROJEKT, a.s. 

Investor: Zaklady Azotowe SA (POLAND)

MANUFACTURE AND ASSEMBLY OF TECHNOLOGIES                                       

Manufacture of ,,COLUMNS,, C243 (according to AD 2000)

for CaN production line

▪ Material:  W.Nr. 1.4307; 1.4541; 1.0425

▪  Weight: 20 tons



• PRODUCTION AND SUPPLY -  Titanium Exchanger

BorsodChem MCHZ s.r.o.

THE TECHNICAL REQUIREMENTS: PED 2014/68/EU, EN13445

▪ Material:          Titan Grade 2

     Diameter:    450 mm

     Lenght:            6 000 mm

     Weight:               450 kg

• MANUFACTURE

AND ASSEMBLY 

OF TECHNOLOGY of pressure

vessels - 2 pcs

Chemoprojekt, a.s. 

(end user in IRAQ - Basrah)

• PRODUCTION OF TUBE EXCHANGERS - 11 pcs

Chemoprojekt, a.s. (end user in IRAQ - Basrah)

▪ THE TECHNICAL REQUIREMENTS: ASME Code SECT. VIII DIV.1

▪ Material: SA480/SA480M, SA20/SA20M, SA788/SA788M, 

SA530/SA530M, ER70S-6, ER309LSi, ER308LSi                   

Diameter: 250 - 650 mm,

▪ Thickness of material: 5 - 20 mm,Lenght:  3 800 - 7 300 mm                                    

 

• PRODUCTION OF EJECTORS - 9 pcs

GEA Wiegand Gmbh (end of user - INDIA)

▪ Material:        SA516 Gr.60, 304/304L

Diameter: from DN1 ½“/ 2“ to DN28“/30“                          

Lenght:  from 800 mm to 9 000 mm

Weightt: from 58 kg to 2 100 kg               

                                    

 

• PRODUCTION OF TANKS - 6 pcs

CASALE SA (end of user - RUSSIA - Gubakha)

The technical requirements:  ASME Code SECT. II +V+IX

▪ Material:        SA-516 Gr.60, SA-350 Gr.LF2 Cl1, SA-479 

TP316L, SA240GR 304/304L, SA-403 WP304/304L, SA-182 

F304/304L

▪ Diameter: 4 500 - 12 000 mm 

▪ Lenght:        5 500 - 12 000 mm

• Weight: 7 500 - 75 000 kg               

                                    

 

• PRODUCTION OF TANKS - 4 pcs

CASALE PROJECT (end of user - UZBEKISTAN)

The technical requirements: EN 14015,                                       

for material: EN 10088-2, EN 10216-5

▪ Material:     1.4306, 1.4307, 1.4306+GR, A2-70           

Diameter: 6 000 - 15 000 mm 

▪ Height:        8 200 - 14 000 mm

     Weight: 12 500 - 75 000 kg               

                                    

 

▪ Material: SA 516 GR. 70

Weight:  50 000 kg and 22 300 kg   Volume:  315 m3 and 105 m3



Core Tech AS (AMOF FJELL Norsk Energi) / Elkem  (end user in NORWAY)

MANUFACTURING OF  DUMP KONDENSER  D 1 300

▪ Material :   W.Nr. 1.4301 / 1.4607

▪ Lenght / Height:   4 300 mm / 2 800 mm         Number of tubes:  1 755 pcs       WEIGHT:  8 300kg

GEA Wiegand GmbH  (end user in IRAQ)

MANUFACTURING OF SCRUBBER: according to ASME Sec. VIII Div. 1 (seaworthy packing))

▪      Diameter of parts:   QUENCH 4 4966 mm,    TANK   6 000 mm

▪      Material:   304 L, TP 304 L

▪      Total Lenght:    10 496 mm                    

▪       Weight:             14 147 kg

SKW Stickstoffwerke Piesteritz GmbH   (end user in GERMANY)

MANUFACTURING AND INSTALATION  of tank for HNO3 98 % (850 m3) 

▪      Material:         W.Nr. 1.4361 (ANTINIT A611 BÖHLER)

▪      Diameter:        10 000 mm

▪      Lenght:             11 000 mm 

▪      Weight:         29 000 kg                   Realization:  2013 / 2014  

▪ Material:       W.Nr. 1.4401, 1.4462, 1.4088 

▪ Diameter:       1 274 mm

▪ Lenght:                 6 842 mm                                         Weight: 6 245 kg

Chemoproject NITROGEN a.s. (end user in AZOMUREŠ - ROMANIA) 

MANUFACTURING OF TUBE HEAT according to PED 97/23/EC,   AD 2 000
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▪ THERMOCHEMICAL CONVERSION UNIT

Client: Teplarna Otrokovice, a.s.

Unit for thermochemical conversion of solid fuels and secondary 

raw materials into gaseous and liquid fuels, usable in existing boiler 

houses. Coal can be fed into the retort and the result will be gas 

(coal gas), oil (coal tar) and solid residue (semi-coke).

RETORT - DESIGN, 

                  PRODUCTION 

                  AND ASSEMBLY

Material:  W.Nr. 1.4845    

Length:   10 000 mm

Height:      3 100 mm

Width:       2 100 mm

Weight:     6 000  kg     

PRODUCTION AND ASSEMBLY (Alcaline Washer Decanter)

     ZVU Engineering, a.s.

     (end user BorsodChem MCHZ)

     

     Material:        W.Nr. 1.4404     

     Diameter: 1 250 mm

     Lenght:        9 350 mm 

     Weight: 5 450 kg

    

      2 pcs

              

                                    

 
CHEMOPROJECT NITROGEN, a.s. (end user – YARRA AB Köping, SWEDEN)

Production of 2 pressure vessels welded together. One vessel with tubular heat exchanger.
Material:   W.Nr. 1.4301 / 1.4306 / ER 308 L / ER 309 Lsi

▪ Lenght / Height:   9 700 mm / 2 600 mm         WEIGHT:  8 200 kg

• PRODUCTION - Cath Tank

ZVU Engineering, a.s.

Material: 1.4404

     Lenght:  4 550 mm

     Diameter:  2 700 mm

    Weight:             3 000 kg

     Manufactured according to:

                               PED 2014/68/EU,

                               EN 13 445

http://www.vlajky.eu/vlajky/477/se.jpg


Chemoproject NITROGEN (end user in ČEREPOVEC - RUSSIA)

MANUFACTURE OF FILTERS WITH SCREENS - 11 pcs

▪ Material: W.Nr. 1.4301, 1.4306   /   Lenght:    1 821 mm - 3 821 mm  /    Weight:    443 - 961 kg

Lenzing BIOCEL Paskov a.s. 
MANUFACTURING AND ASSEMBLY

▪ Material: W.Nr. 1.4571

▪ Diameter:           DN1000

▪ Total weight: 3 000 kg

GEA Wiegant GmbH GERMANY (end user in INDIA)
MANUFACTURE OF STEAM HIGH-PRESSURE INJECTORS: 

• 2 pcs

▪ Material: A519 Gr.60

1) 22 000 mm x 3 500 mm (28 000 kg)

2) 16 500 mm x 3 000 mm (12 000 kg)

GEA Jet Pumps GmbH GERMANY 

(end user in MEXICO)
MANUFACTURE OF STEAM HIGH-PRESSURE INJECTORS 

▪ Diameter:   DN 100 - DN 1 200

▪ Length :     21 000 mm.

GEA Wiegand GmbH Germany  (end user in BRASIL)
MANUFACTURE OF STEAM HIGH-PRESSURE INJECTORS

 - 48”/48”.

▪ Material:   W.Nr. 1.4301

▪ Length:    14 700 mm

GEA Wiegand GmbH GERMANY (end user in BRASIL)
MANUFACTURE OF STEAM HIGH-PRESSURE INJECTORS  

- 2 pcs

▪ Diameter:   DN 1 900/ 1 500, DN 1 500/ 1 100

Material:     W.Nr. 1.0425

▪ Length :     20 300 mm / 14 500 mm

Chemoproject NITROGEN                                                

(end user in ČEREPOVEC - RUSSIA)
MANUFACTURING - Non-pressure vessels

▪ Material: W.Nr. 1.4301

▪ Diameter x Lenght:   5 900 x 2 636 mm (T-661)

▪ Weight: T-661: 4 027 kg

▪                    V-662: 6 758 kg

▪         V-662:  4 900 x 2 948 x 4 900 mm



PRODUCTION OF GAS DUCTS

Supplier: YARA AB Köping

 - (end user in Sweden)

Investor: 

Chemoprojekt Nitrogen a.s. 

▪ Material:  

      W.Nr. 1.4306, 

      P355NL1, 

      1.4541 

Supplier: ŠKODA JS a.s.

Nuclear power plants (end user in UKRAINE)

VENTURI SCRUBBER - 11 pcs

• Material: W.Nr. 1.4407

▪ Diameter: 3 400 mm

▪ Length:         5 500 mm

▪ Weight:         22 000 kg / 1pc

Suplier: CASALE PROJECT a.s.

Investor: CASALE PROJECT a.s. (end user in RUSSIA) NAK AZOT 

HOT WATER HEAD TANK II, SECOND EVAPORATION CONDENSER 

Material:  W.Nr. 1.4404, 1.4301, P 355 NL1

PRODUCTION

OF SOLUTION RECYCLE FILTERS

Suplier: CASALE PROJECT a.s. 

Investor: CASALE PROJECT a.s. 

(end user in RUSSIA) NAK AZOT

SOLUTION RECYCLE FILTERS

UAS FILTER 3

UAS FILTER 2

UAS FILTER 1

Material:  W.Nr. 1.4404, 1.4462

http://www.vlajky.eu/vlajky/477/se.jpg


GEA Jet Pumps GmbH 

End user -Tüchenhagen (JAPAN)

Manufacture of cooling tower with 

internal equipment,

▪ D=150/800, 

▪ height 12 000 mm

CHEMOPROJEKT, a.s. 

Destination:    ČEREPOVEC - RUSSIA

▪ Diameter:   2 000 mm, 

▪ Material: W.Nr.1.4301, Length: 4 200 mm

BorsodChem MCHZ, s.r.o. (Ltd.)

MANUFACTURE AND COMPLETE ASSEMBLY

of tank H230-01C for acid 99% HNO3. 

Carried out HUEY TESTS on material to be used.

▪ Material : W.Nr. 1.4361 - ANTINIT  

▪ Diameter: 8 000 mm              

▪ Length:  10 000 mm     Weight:  20 000 kg

BorsodChem MCHZ, s.r.o. (Ltd.)

Replacement of exchanger tube bundle (acid condenser 

- 99% HNO3/ medium 100 0C.

▪ Tubes D30 x 2,5 (500 pcs), l = 6 070 mm, 

▪  Material:   W.Nr. 1.4361 - ANTINIT

Assembly on steel structure at the height of 32 meters.

LENZING Biocel Paskov a.s. 

Manufacture and assembly of storage tank for HNO3 a NaOH - 2 pcs (100 m3)

▪ Material: A 316/316L                       Diameter: 5 000 mm               Lenght: 12 000 mm

Stickstoffwerke Piesteritz GmbH

Production of 4 pieces of column 

parts and 4 pieces of manifolds; 

production according to "AD2000"

▪ Material : W.Nr. 1.4361 - ANTINIT A610 (Böhler)



• Chemoprojekt NITROGEN a.s. (end customer in AUSTRALIA - ORICA) 

PRODUCTION PIPELINE ROUTE -23 PIECES - ACCORDING TO: ASME Code

Material:  304L (W.Nr. 1.4306), including Huey test, 321 (W.Nr 1.4541)

Diameter:  400 - 1 800 mm

Total weight:  78 000 kg

• Chemoprojket NITROGEN a.s. 

    (end user in AZOMUREŠ - ROMANIA)

• PRODUCTION OF CHIMNEY

     Material: P355NL1

     Diameter: 3 200 mm                   

     Lenght:      50 000 mm                 

     Weight:      66 000 kg

• Chemoprojket NITROGEN a.s. (end user in AZOMUREŠ - ROMANIA)

PRODUCTION . NON - PRESSURE VESWELS ACCORDING TO AD 2000 STANDARTS)

Material:   W.Nr. 4301

Lenght:         5 900 mm               Dimension: 4 700 x 2 700 mm         Weight: 5 300 kg

Realization:  2014

• Prokop Invest, a.s. (end user in Croatia)

     Production of the trough screw conveyor - 2 pcs

     Material : W.Nr 1.4301,P265GH

     Diameter: 2 270 x 2 000 mm 

     Lenght:            9 000 mm

     Realization:    2014       Weight:    8 110 kg

         
• BIOCEL Paskov,  a.s.

     DRUMM FILTER - REPAIR

     Material : W.Nr 1.4571

     Diameter: 3 000 mm 

     Weight:          17 000 kg

     Realization:     2014 - 2015    Lenght:   11 000 mm

P & P Industries AG

PRODUCTION AND DELIVERY 

- RFG 2200713 STEAM BOILERS

  (konečná destinace - Mitsubishi Gas Chemical Co. )

 - Netherlands 

  Material:  16 Mo3, P265 GH

  Manufactoring standart: PED 2014/68/EU

  Widht x height:      5 000 x 7 300 mm 

  Lenght:                   8 200 mm

  Weight:                 53 500 kg



Supplier: CHEMOPROJEKT, a.s. (end user in ČEREPOVEC )

Manufacture and assembly of neutralization reactors - (2pcs).

▪ Material:         W.Nr.1.4306

▪ Lenght:          11 000 mm 

▪  Diameter:   4 000 / 2 000 mm   

▪  Weight:    23 tons/ piece

LENZING Biocel Paskov a.s

Manufacture and assembly of Na 

- Thick Liquer daily Tank

▪ Material:         W.Nr. 1.4462 DUPLEX

▪ Diameter: 6 000 mm             

▪ Length:      24 000 m

• Weight:           46 tons

LENZING Biocel Paskov a.s

Manufacture and assembly of the 5-piece technological tanks secondary recovery operations RB2.

▪ Material:  W.Nr. 1.4571

▪ Diameter / height:  from  6 200 / 7 000 mm

▪ Weight:       20  tons

LENZING Biocel Paskov a.s

Supply and installation of piping secondary recovery operations RB2.

▪ Material: W.Nr. 1.4571 / 1.4301

▪ Diameter:    DN 1 200 - DN 150 mm

LIBERTY Ostrava a.s.

Production and assembly-manufacture and 

replacement of the blast furnace

gas combustion chimney

Material:  11 523.1

Lenght:  8 600 mm

Floor plan of the upper platform: 6 000 x 6000 mm

Connection at height:  42 500 mm

Weight:  17 600 kg



Bosch Rexroth, spol. s r.o.  (end user in BELARUS - MINSK) 

MANUFACTURE - FLAGPOLE

Material:     W.Nr. 1.4401

Lenght:  66 700 mm                         Weight:     50 000 kg

5 pieces welded in lengths :  6 700 - 15 200 - 15 100 - 15 200 - 14 500 mm

Weldments pickled and passivated. Finishing made ​​glass beads.

Bosch Rexroth, spol. s r.o.  

(end user in BELARUS - MINSK) 

MANUFACTURE - FLAGPOLES

Material:     W.Nr. 1.4401

Lenght: 15 700 mm  - 17 pcs

                19 800 mm  - 28 pcs

Weldments pickled and passivated. 

Finishing made ​​glass beads.

Arcelor Mittal, a.s. 

MANUFACTURE AND ASSEMBLY

- TAR SEPARATOR  (2 pcs)

Material::  P 265 GH

LENZING Biocel Paskov a.s

▪ MANUFACTURE AND ASSEBLY

Scrubber for Flue Gas - 2 pcs

Material:         W.Nr. 1.4571 / 1.4301

Total weight:     10 000 kg

EUROM

4-Scrubber on Container

Pressure vessels were manufactured 

according to EN 13445 and PED 97/23/EC.

Material:    W.Nr 1.4301

Lenght:      2 500 mm

Diameter:  1 200 mm

Weight:         470 kg



Investor: PRODEZ, a.s., 

Prokop Engineering, spol. s r.o. (Ltd.)

(NOLO) Technology assembly, including 

piping connection

(INDIRECT THERMIC DESORPTION)

BorsodChem MCHZ, s.r.o. (Ltd.)

Manufacture and assembly of Ti

 exchanger Acid – Acid (HNO3)

▪ Material: W.Nr. 3.7035  

▪                - TITANIUM (Ti Grade 2)

▪ Diameter: 300 mm

▪ Length:         5 000 mm

▪ Weight:         500 kg

BorsodChem MCHZ, s.r.o. (Ltd.)

NOx gas exchanger, 

 1 300 pcs of pipes 

▪ Material : W.Nr. 1.4541 

▪ Pipes: 21.3 x 1.6 mm

▪ Length: 2 000 mm

BorsodChem MCHZ, s.r.o. (Ltd.)

Tube bundle with fixed tube plates.

NOx gas cooler – Nitric Acid

• Material : W.Nr. 1.4306    

• Length: 7 000 mm

▪ Pipes: 21.3 x 1.6mm

Power station CHVALETICE a.s.

Manufacture and assembly  - Oil Coolers (2 pcs)

Material:  W.Nr.1.4301

Lenght:  4 000 mm

Diameter:  1 x 450 mm  Weight:  680 kg

   1 x 310 mm  Weight:  440 kg

VÍTKOVICE 

MOBILE WATERJET

DISPOSAL 

OF CHEMICAL COKING

- Ecological ballast



▪ Production of containers for fat - 2 pcs 

Prokop Invest a.s  (end user in RUSSIA)

                                   

 Material:   W.Nr. 1.4301                                            

Diameter:  2 500 mm and 2 000 mm

     Lenght:            7 560 mm and 4 850 mm

     Weight:  4 610 kg and 1 650 kg

     Volume:            30 000 l and 10 000 l

     
• PRODUCTION 

     - sterilizer to a rendering plant (2 pcs)

Prokop Invest a.s.

(end user in CROATIA)

     Material: P265GH

     Lenght: 8 500 mm

     Diameter: 2 000 mm

    Weight:         22 0000 kg

     Year of manufacture:   2013

• PRODUCTION – SCRUBBER

     (Jet Venturi + Separator)

Chemoprojekt NITROGEN a.s.  

 (end user in INDIA) 

The technical requirements:   ASME Code

  Material:            W.Nr. 1.4571, 1.4301

 Lenght:   13 000 mm

 Diameter:     1 410 mm

 Weight:                    9 100 kg

 Year of manufacture:   2016

Repair of the lower part of column C3001 (KD7)

BorsodChem MCHZ, s.r.o. 

Material:  W.Nr. 1.4335, 1.4307, 1.4301

Diameter: 3 000 mm

Lenght: 14 450 mm  

Weigth: 18 500 kg

Manufacturing and installation              
of column for ANILINE production.
BorsodChem MCHZ, s.r.o. 

Material:  A 304 / A 304 L
Diameter: 2 200 mm

Lenght: 20 000 mm  

Weight: 19 000 kg



PRODUCTION FACILITIES

❑ WATER JET CUTTING

UTILIZATION

Cutting of material by water-sand medium 

without usage of heat affect. 

Programmable cutting in 3D tilting rotary axes 

in the range of + / - 450.

     1) PARAMETERS

• Work table:  6,000 x 2,500 mm

• Cutting thickness of material: 0.1-120 mm

• Cut accuracy: ± 0.2 mm / 1 meter

ADVANTAGES

• Any contact between tool and material, 

no micro cracks created in cutting area.

• No thermal stress of material.

• Relative high accuracy of cut.

• Wide range of cut materials

• (All excepted hardened glass, clay, plasticine, etc.)

2) PARAMETERS

• Work table:  3,000 x 3,000 mm

• Cutting thickness of material: 0.1-80 mm

• Cut accuracy: ± 0.2 mm / 1 meter

❑ AUTOMATIC WELDING MACHINE

(MIG / MAG)

UTILIZATION

Welding of shell’s longitudinal 

and circumferential weld joints.

ADVANTAGES

▪ Higher welding speed.

▪ Higher quality.

▪ Nice visual aspect.

PARAMETERS

• Support:  3,400 x 4,000 mm

▪ Speed regulation - forward / backward 

▪ Rotator: 3 sets of 10 tons rollers.

❑ ORBITAL WELDING (3 pcs)

UTILIZATION

welded tube - tube plate

- POLYSUDE P6

- Control system: FPA 2020 AC / DC

Open welding head (2)

Open welding head with pneumatic clambing

Closed welding head (1)

2 complete equipment

• 111 (MMA / SMAW)

• 131 (MIG / GMAW)

• 135 ( MAG / GMAW)

• 136 ( MAG / FCAW)

• 141 (TIG / GTAW)

• 311 (OAW)

❑ welding the following 

     methods

WELDING

TITANIUM AND ANTINIT



❑ RADIAL BORING MACHINE

❑ VERTICAL KNEE-TYPE MILLING MACHINE

▪ Outside size of work-table – width: 360 mm

▪ Outside size of work-table – lenght:  1 400 mm

▪ Working strokes – axial / cross / vertical:

1 000  / 300  / 420 mm

❑ HORIZONTAL TURNING-MACHINE

▪ Swing diamter: 880 mm

▪ Swing over cross slide : 510 mm

▪ Spikes distance: 4 000 mm

▪ Maximum workpiece weight in centers: 4 500 kg

▪ TABLE TYPE HORIZONTAL BORING 

MACHINE – WFT 13R CNC • Transverse feed:              4 000 mm

• Upfeed of spindle head:  2 500 mm

• Sliding feed of column:   1 500 mm

• Work-table size:               1 800 x 2 600 mm

• Table loading limit:        15 000 kg

 

❑ CAROUSEL

• Turning diameter: 2 000 mm

• Work-piece weight :   15 000 kg
❑ SAWMILL



❑ PLATE SHEAR - HYDRAULIC

• Working width:                 3 100 mm

• Maximal thickness of metal plate 

(standart structural steel):      6 mm

• Maximal thickness of metal plate                                

(stainless steel 700 N/mm2):  10 mm

❑ PRESS BRAKE

• Press force:            100 t 

• Working lenght:     2 500  mm 

• Modern 2D graphical CNC control 4 axes (Y1, Y2, X, R) 

• Maximal thickness up to 35 mm 

at lenght 2 050 mm

Conical rolling possibility.

❑ 4 ROLLS HYDRAULIC BENDING MACHINE  (3x)

❑ SECTION ROLL 

BENDING MACHINE

• Maximal thickness up to 16 mm at lenght 3 000 mm

• Maximal thickness up to 6 mm at lenght 2 000 mm     



❑ TRANSPORT & LIFTING DEVICES

❑ ROLLER POSITIONERS

ESAB

• 2 x 30 tons

• 2 x 20 tons

     FRONIUS

• 6 x 5 tons

❑ PMI

NON-DESTRUCTIVE CHEMICAL 

ANALYSIS METALS (VANTA)

❑ Chemical analysis of metals and metallic 

materials

❑ Identification of materials - PMI

❑ Identification of the material standards 

according to ASME, AISI, DIN, EN ČSN 

Overhead cranes

• (area BorsdChem MCHZ)

                                               20 t  -  1 pc

                                             12.5 t  - 1 pc

                                               3.5 t - 1 pc

                                                 8 t  - 4 pcs                 

 

▪ (area Lenzing BIOCEL Paskov)

                                         12,5 t  - 1 pc

• Telescopic MANITOU

         Lifting capacity 6 tons, radius 8 m

     (Crane attachment, working platform)          

• Forklift: 3 pcs - 3.5 tons

• Forklift: 3 pcs - 3.3 tons

• Lorry 6.5 tones - MAN

• MINIVAN / TRANSIT - 7 pieces



CONTACTS:

Trade name:      P R O M O N T, a.s.

Address:            Chemická 2122/3, Mariánské Hory, 709 00 Ostrava, Czech Republic

Registration:     Register of Companies administered by the Regional Court, 

                               Section b, Insert 2758

ID number of organization: 00576638

Tax ID number:  CZ00576638

Plants:          Area of BorsodChem MCHZ, s.r.o., Chemická 2122/3, 709 00, Ostrava

                               Area of BorsodChem MCHZ, s.r.o., Chemická 2039/1, 709 00, Ostrava

                               Area of Lenzing Biocel Paskov, a.s., Místecká 762, 739 21, Paskov

www.promont-as.cz

SIGNIFICANT CUSTOMERS

promont@promont-as.cz
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